LEGAL DESCRIPTION

LOT 4D, CABRINI GARDENS, REPLAT D
COUNTY OF BOULDER, STATE OF COLORADO

PARCEL OWNER

THE SALVATION ARMY, USA, WESTERN TERRITORIAL HEADQUARTERS

30840 HAWTHORNE BOULEVARD, RANCHO PALOS VERDES, CA 90275

c/o DAVID BENTLEY

DAVID.BENTLEY@USW.SALVATIONARMY.ORG

562.491.8483

PERMITTED USES

PERMITTED USES

1. ANY USE PERMITTED BY RIGHT IN THE C1 ZONE DISTRICT.

USES REQUIRING SPECIAL USE REVIEW APPROVAL BY THE CITY OF LAFAYETTE

1. ANY USE IN THE C1 ZONE DISTRICT AS DEFINED IN THE CITY OF LAFAYETTE MUNICIPAL CODE

TABLE 26—A.

PER RESOLUTION NO. 22-XX, LOT 4D HAS SPECIAL USE REVIEW APPROVAL TO OPERATE A

SELF—STORAGE FACILITY.
PROHIBITED USES

1. ANY USE IN THE C1 ZONE DISTRICT AS DEFINED IN THE CITY OF LAFAYETTE MUNICIPAL CODE

TABLE 26-—A.

OWNER STATEMENTS

THE SKETCH ILLUSTRATIVE PLANS SEEK TO DESCRIBE THE PROJECT AND INTENDED USE, AND
REQUEST CODE MODIFICATIONS FOR CURRENT ALLOWABLE BUILDING HEIGHT, PARKING SIZE,

DRIVE AISLE SIZE, LOCATION OF PARKING AND SIGNAGE REQUIREMENTS.
IN COMPLIANCE WITH CURRENT COMPREHENSIVE PLAN.

INTENDED USES ARE IN

IT IS THE DEVELOPER'S INTENTION TO SPLIT THE PARCEL AND SELL THE WEST PROPERTY.

ESTIMATED DEVELOPMENT SCHEDULE

SITE PLAN — SPRING 2022

PLAT APPROVAL — SPRING 2022
CONSTRUCTION START — WINTER 2022
CONSTRUCTION FINISH — WINTER 2023

CODE MODIFICATIONS

REQUIRED

PROPOSED

NO MODIFICATIONS PROPOSED

GENERAL NOTES

1. ALL OR PORTIONS OF THE PROPERTY DESCRIBED HEREON MAY BE SUBJECT TO THE

DEVELOPMENT AGREEMENT AND/OR DECLARATION OF THE COVENANTS, CONDITIONS, AND
RESTRICTIONS RECORDED CONTEMPORANEOUSLY WITH THIS PLAN IN THE OFFICE OF THE
CLERK AND RECORDER OF BOULDER COUNTY, COLORADO.

2. ALL PUBLIC IMPROVEMENT CONSTRUCTION WILL BE COMPLETED IN ONE PHASE.
5. OTHER NOTES AS APPLICABLE.

CABRINI GARDENS REPLAT D LOT 4D

HWY 287 SELF STORAGE
SITE ARCHITECTURAL PLAN

PART OF THE SOUTHEAST QUARTER OF SECTION 34, TOWNSHIP 1 NORTH, RANGE 69 WEST OF THE SIXTH P.M.,
COUNTY OF BOULDER, STATE OF COLORADO

PLANS ARE FOR BOTH SPECIAL USE REVIEW AND SITE/ARCHITECTURAL REVIEW
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CONTACTS:

ENGINEER:

MARTIN /MARTIN, INC.
12499 WEST COLFAX AVENUE
LAKEWOOD, CO 80215

ATT: SCOTT E.

PALING, P.E.

303—431—-6100

SURVEY:

PRECISION SURVEY & MAPPING

9025 EAST KENYON AVENUE, SUITE 1350
DENVER, COLORADO 80237

ATT: CHRISTOPHER P. JULIANA, P.L.S.

303—753—9799

ARCHITECT:

DCB CONSTRUCTION CO.
909 EAST 62ND AVENUE
DENVER, COLORADO 80216
ATT: MARK DELGADO
720—904-0440

Submission / Revision

4/28/2022| SITE PLAN SUBMITTAL
7/1/2022 | 2ND SITE PLAN SUBMITTAL

Date

CIVIL SHEET LIST TABLE

SHEET #

SHEET TITLE

COVER SHEET

SITE PLAN

» 303.287.5525 + Fax 303.287.3697 * www.dcb1.com

construction company, inc.

+ Denver, Colorado 80216
These plans are an instrument of service and are the property of DCB Construction Company, Inc.

and may not be duplicated, disclosed, or reproduced without the written consent of DCB
Construction Company, Inc. Copyrights and infringements will be enforced and prosecuted. 2014

909 East 62nd Avenue

GRADING AND DRAINAGE PLAN

UTILITY PLAN

BUILDING ELEVATIONS

BUILDING ELEVATIONS

LANDSCAPE PLAN

N [OfOlAIRIN| O

LANDSCAPE NOTES AND DETAILS

SITE LIGHING PHOTOMETRIC PLAN

MARTIN/MARTIN

CONSULTING ENGINEERS

12499 WEST COLFAX AVENUE
LAKEWOOD, COLORADO 80215
303.431.6100
MARTINMARTIN.COM

LUMINAIRE SCHEDULE AND DETAILS

10

IRRIGATION PLAN

11

IRRIGATION DETAILS

12

IRRIGATION DETAILS

ZONING

EXISTING PROPOSED
ZONING: C1 C1
*THE TABLE BELOW REPRESENTS C1 ZONING REQUIREMENTS
PROJECT SITE DATA

REQUIRED PROPOSED
TOTAL SITE AREA: N/A 1.346 ACRES/58,632 SF
BUILDING AREA — PHASE 1 N/A 91,644 SF
BUILDING HEIGHT (PARAPET): 35 35
BUILDING HEIGHT (MECH SCREEN): 35
BUILDING SETBACKS

REQUIRED PROPOSED
NORTH (SIDE) SETBACK: 0'-0" 20°
SOUTH (SIDE) SETBACK: 0’-0" 45,50’
EAST (FRONT) SETBACK: 0'-0" 76.92°
WEST (REAR) SETBACK: 20'-0" 37.25’
PARKING SPACES

REQUIRED PROPOSED
DRIVE AISLE: 24’ 24’
PARKING SIZE: 9’X19’ 9’X19’
PARKING SPACES: 5| 4 + LOADING AREA PARKING
STANDARD SPACES: 3 3
ACCESSIBLE SPACES: 1 1
VAN ACCESSIBLE SPACES: 1 1
MOTORCYCLE SPACES: 0 0
BICYCLE SPACES: 2 2
LOADING AREA PARKING: 3 3
LAND USE TABLE

PERCENTAGE SQUARE FEET
OFFICE BUILDINGS 39.38% 23,088
STREET & PARKING 26.99% 15,823
OPEN AREA 33.64% 19,721
TOTAL 100% 58,632
NOTES:.

1. THE DECLARATION OF RESTRICTIVE COVENANTS AND EASEMENTS, RECORDED IN THE

BOULDER COUNTY CLERK AND RECORDER’S OFFICE ON APRIL 22, 2008 AT RECEPTION
NO. 2924762, GRANTS RECIPROCAL, CROSS ACCESS EASEMENTS FOR THE BENEFIT OF
AND APPURTENANT TO LOTS 1A, 2A, AND TRACT AA, CABRINI GARDENS REPLAT A, CITY

OF LAFAYETTE, COUNTY OF BOULDER, STATE OF COLORADO. THE TERMS AND
CONDITIONS APPLICABLE TO SUCH EASEMENTS ARE FURTHER DESCRIBED IN THE
DECLARATION. THE DECLARATION ALSO GRANTS CERTAIN RIGHTS TO THE LOT OWNERS
WITH RESPECT TO THE USE OF SUCH EASEMENTS.

2. LOTS 3D AND 4D MAY BE SUBJECT TO CERTAIN RESTRICTIONS/MAINTENANCE
OBLIGATIONS AS SET FORTH IN THE DECLARATION OF RESTRICTIVE COVENANTS AND

EASEMENTS, RECORDED IN THE BOULDER COUNTY CLERK AND RECORDER’'S OFFICE ON

APRIL 22, 2008 AT RECEPTION NO. 2924762.

BENCHMARK:

BENCHMARK INFORMATION: A GPS DERIVED ELEVATION WAS ESTABLISHED AT AN ONSITE

BENCHMARK BEING A "CHISELED "X” IN CONCRETE” AS SHOWN HEREON
ELEVATION=5283.62" (NAVD88)

BASIS OF BEARINGS:

BEARINGS ARE BASED ON THE NORTHERLY LINE OF SAID LOT 2B, ASSUMED TO BEAR
S89°59°04"E A DISTANCE OF 385.18 FEET FROM A NO. 4 REBAR FOUND AT THE
NORTHWEST CORNER OF SAID LOT 2B TO A NO. 5 REBAR FOUND AT THE NORTHEAST

CORNER OF SAID LOT 2B.

Py

KNOW WHAT'S BELOW, C.

N

BEFORE YOU DIG.

COLORADO 811

CALL 81 1 2—BUSINESS DAYS IN ADVANCE

BEFORE YOU DIG, GRADE OR EXCAVATE FOR
MARKING OF UNDERGROUND MEMBER UTILITIES

MARTIN/MARTIN ~ ASSUMES  NO

RESPONSIBILITY ~ FOR  UTILITY
LOCATIONS. UNLESS OTHERWISE NOTED, THE UTILITIES SHOWN ON
THIS DRAWING ARE BASED ON INFORMATION PROVIDED BY OTHERS
AND DEPICTED AS ASCE (38) QUALITY LEVEL D. IN ACCORDANCE
WITH THE PROVISIONS OF COLORADO REVISED STATUTE, TITLE 9,
IS THE CONTRACTORS RESPONSIBILITY TO CALL COLORADO 811
UTILITY LOCATE SERVICE FOR UTILITY LOCATES BEFORE DIGGING,
AND FIELD VERIFY THE SIZE, MATERIAL, HORIZONTAL AND VERTICAL
LOCATION OF ALL EXISTING UTILITIES (DEPICTED OR NOT DEPICTED)

PRIOR TO THE COMMENCEMENT OF ANY CONSTRUCTION.
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BENCHMARK INFORMATION: A GPS DERIVED ELEVATION WAS ESTABLISHED AT AN ONSITE
BENCHMARK BEING A "CHISELED "X" IN CONCRETE” AS SHOWN HEREON
ELEVATION=5283.62" (NAVD88)

BASIS OF BEARINGS:

BEARINGS ARE BASED ON THE NORTHERLY LINE OF SAID LOT 2B, ASSUMED TO BEAR
S89°59'04"E A DISTANCE OF 385.18 FEET FROM A NO. 4 REBAR FOUND AT THE
NORTHWEST CORNER OF SAID LOT 2B TO A NO. 5 REBAR FOUND AT THE NORTHEAST

CORNER OF SAID LOT 2B.
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LEGAL DESCRIPTION

LOT 4D, CABRINI GARDENS, REPLAT D
COUNTY OF BOULDER, STATE OF COLORADO

NOTES:

PROPOSED

1. ESTIMATED DATE OF COMPLETION: NOVEMBER 2023.

2. SEE ARCHITECTURAL PLANS FOR SIGNAGE INFORMATION
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AND DEPICTED AS ASCE (38) QUALITY LEVEL D. IN ACCORDANCE
WITH THE PROVISIONS OF COLORADO REVISED STATUTE, TITLE 9,
IS THE CONTRACTORS RESPONSIBILITY TO CALL COLORADO 811
UTILITY LOCATE SERVICE FOR UTILITY LOCATES BEFORE DIGGING,
AND FIELD VERIFY THE SIZE, MATERIAL, HORIZONTAL AND VERTICAL
LOCATION OF ALL EXISTING UTILITIES (DEPICTED OR NOT DEPICTED)

PRIOR TO THE COMMENCEMENT OF ANY CONSTRUCTION.
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CABRINI GARDENS REPLAT D LOT 4D
HWY 287 SELF STORAGE

LOT 1A
CABRINI GARUENS REPLAT A
REC. NO. 2823508

SITE ARCHITECTURAL PLAN

‘ /

BENCHMARK INFORMATION: A GPS DERIVED ELEVATION WAS ESTABLISHED AT AN ONSITE
BENCHMARK BEING A "CHISELED "X" IN CONCRETE” AS SHOWN HEREON
ELEVATION=5283.62" (NAVD88)

BASIS OF BEARINGS:

BEARINGS ARE BASED ON THE NORTHERLY LINE OF SAID LOT 2B, ASSUMED TO BEAR
S89°59'04"E A DISTANCE OF 385.18 FEET FROM A NO. 4 REBAR FOUND AT THE
NORTHWEST CORNER OF SAID LOT 2B TO A NO. 5 REBAR FOUND AT THE NORTHEAST
CORNER OF SAID LOT 2B.
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IS THE CONTRACTORS RESPONSIBILITY TO CALL COLORADO 811
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LOCATION OF ALL EXISTING UTILITIES (DEPICTED OR NOT DEPICTED)
PRIOR TO THE COMMENCEMENT OF ANY CONSTRUCTION.
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CABRINI GARDENS REPLAT D LOT 4D

HWY 287 SELF STORAGE
SITE ARCHITECTURAL PLAN

BENCHMARK INFORMATION: A

GPS DERIVED ELEVATION WAS ESTABLISHED AT AN ONSITE

BENCHMARK BEING A "CHISELED "X" IN CONCRETE” AS SHOWN HEREON
ELEVATION=5283.62" (NAVD88)

BASIS OF BEARINGS:

BEARINGS ARE BASED ON T
S89°59'04"E A DISTANCE O

HE NORTHERLY LINE OF SAID LOT 2B, ASSUMED TO BEAR
F 385.18 FEET FROM A NO. 4 REBAR FOUND AT THE

NORTHWEST CORNER OF SAID LOT 2B TO A NO. 5 REBAR FOUND AT THE NORTHEAST

CORNER OF SAID LOT 2B.
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LANDSCAPE REQUIREMENTS

CABRINI GARDENS REPLAT B LOT 2B

HWY 287 SELF STORAGE
SITE ARCHITECTURAL PLAN

PART OF THE SOUTHEAST QUARTER OF SECTION 34,
TOWNSHIP 1 NORTH, RANGE 69 WEST OF THE SIXTH P.M.,
COUNTY OF BOULDER, STATE OF COLORADO

LANDSCAPE AREA
REQUIREMENT SITE AREA CALCULATION TOTAL REQUIRED TOTAL PROVIDED
LANDSCAPE AREA 58,632 SF 15% OF LOT 8,795 SF 15,263 SF
STREET TREES
DESCRIPTION LENGTH CALCULATION TOTAL REQUIRED TOTAL PROVIDED
CABRINI DRIVE 276 LF 1 TREE /40 LF 7 7
REQUIRED PLANTS
REQUIREMENT AREA CALCULATION TOTAL REQUIRED TOTAL PROVIDED
TREES 8,795 SF 1 TREE /1,000 SF 9 10
SHRUBS 8,795 SF 1 SHRUB / 150 SF 59 106
ORNAMENTAL GRASS - - - 37

WATER USE CALCULATIONS

High Water Zone

4255 S.F. x ( 20 gals/S.F.)| = 85,100 gals/season

Moderate Water Zone

350 S.F. x ( 10 gals/S.F.)

3500 gals/season

Low Water Zone

8370S.F. x|

(8}

gals/S.F.)

25110 gals/season

Very Low Water Zones

3176 S.F. x|

10

gals/S.F.}| =

0

gals/season

Total gallons needed by All Zones:

113710 gals/season

Total Square feet (S.F.) of all Zones:

16151 SF

Average gals/S.F./Season, All Zones:

Total Gals / Total SF =

gals/season

ACER X FREEMANII 'JEFFSRED'

AMELANCHIER X'AUTUMN BRILLIANCE'

PHYSOCARPUS OPULIFOLIUS "NANUS®
RHUS TRILOBATA "AUTUMN AMBER’

JUNIPERUS SABINA "ARCADIA
JUNIPERUS SABINA "TAMARISCIFOLIA

PICEA PUNGENS 'RH MONTGOMERY"

CALAMAGROSTIS ACUTIFLORA "KARL FOERSTER®
MISCANTHUS SINENSIS "GRACILLIMUS®

PLANT SCHEDULE

DECIDUOUS TREES QTY BOTANICAL NAME

ACJR 2

QUCR 2 QUERCUS "CRIMSCHMIDT
ULAC 2 ULMUS X "ACCOLADE®
EVERGREEN TREES QTY BOTANICAL NAME

PIPU 5 PICEA PUNGENS

PIPB 3 PICEA PUNGENS "BAKERI®
ORNAMENTAL TREES QTY BOTANICAL NAME

MASS 3 MALUS X "SPRING SNOW'
DECIDUOUS SHRUBS QTY BOTANICAL NAME

AMGR 10

COSE 13 CORNUS SERICEA 'BAILEY!'
PEAT 10 PEROVSKIA ATRIPLICIFOLIA
PHOP 14 PHYSOCARPUS OPULIFOLIUS
PHNA 9

RHAA 8

RIAL 5 RIBES ALPINUM

SPFT 5 SPIRAEA FRITSCHIANA
EVERGREEN SHRUBS QTY BOTANICAL NAME

JUSA 5

JUTA 8

PIGL 3 PICEA PUNGENS "GLOBOSA®
PIRM 3

PIMS 13 PINUS MUGO "SLOWMOUND®
ORNAMENTAL GRASS QTY BOTANICAL NAME

CAKF 23

MIGR 11

MIST 3

SIZE NOTE: ALL PLANT MATERIAL SHALL MEET OR EXCEED CURRENT AMERICAN STANDARD FOR NURSERY STOCK ANSI Z60.1 AND THE

MISCANTHUS SINENSIS "STRICTUS®

COLORADO NURSERY ACT AND ACCOMPANYING RULES AND REGULATIONS.

COMMON NAME

AUTUMN BLAZE MAPLE
CRIMSON SPIRE OAK
ACCOLADE ELM

COMMON NAME

COLORADO SPRUCE
BAKERI SPRUCE

COMMON NAME

SPRING SNOW CRAB APPLE

COMMON NAME

AUTUMN BRILLIANCE SERVICEBERRY
RED TWIG DOGWOOD

RUSSIAN SAGE

NATIVE NINEBARK

DWARF NINEBARK

AUTUMN AMBER SUMAC

ALPINE CURRANT

FRITCH SPIREA

COMMON NAME

ARCADIA JUNIPER

TAMMY JUNIPER

GLOBE SPRUCE

RH MONTGOMERY SPRUCE
SLOWMOUND MUGO PINE

COMMON NAME

FEATHER REED GRASS
MAIDEN GRASS
ZEBRA GRASS

CONT

CAL

SIZE

B&B
B&B
B&B

CONT

2"CAL
2"CAL
2"CAL

CAL

SIZE

B&B
B&B

CONT

CAL

6-8°

SIZE

B&B

CONT
5 GAL
5 GAL
5 GAL
5 GAL
5 GAL
5 GAL
5 GAL
5 GAL

CONT
5 GAL
5 GAL
5 GAL
5 GAL
5 GAL

CONT
5 GAL
5 GAL
5 GAL

2"CAL

3"

4,

. 4

N\ D

(2) METAL 'T' POST STAKES WITH

PROTECTIVE CAP, DRIVE (MIN 24") FIRMLY

INTO SUBGRADE PRIOR TO BACKFILLING.
(2) 12 GAUGE GALV. GUY WIRES AT 3'-0"

ABOVE GRADE W/ 1/2" DIA. X 18" P.V.C.
PIPE ON EACH WIRE.
PLANT SO THAT TOP OF ROOT BALL IS 2"

ABOVE FINISHED GRADE.

= BN\ LSl /

U
T

;

<=1, PusT IR P
S
MMEL=TE LTI

[1]

[
W:: C :WE:

PLACE FERTILIZER PER SPECS PRIOR TO
MULCH APPLICATION. APPLY CEDAR
MULCH WITH A 3' DIA. MULCH RING WHEN
LOCATED IN GRASS OR SEED AREAS.
KEEP MULCH FROM CONTACTING TRUNK
OF TREE.

MULCH AS SPECIFIED, FORM SAUCER W/
3" CONT. RIM.

CUT AND REMOVE ALL TWINE WRAPPING
AND BURLAP FROM TOP HALF OF BALL.

CUT AND REMOVE ALL TWINE/WIRE
BASKET FROM ROOTBALL.

3" TAMPED TOPSOIL.

SCARIFY EXISTING SOIL TO 4" DEPTH.

T

IS

#— 2 XBALL DIA. ——

NOTES:

1.

WATER AND TAMP POCKETS TO REMOVE
AIR.

DO NOT CUT LEADER. PRUNE ALL DAMAGED OR DEAD WOOD AFTER PLANTING, STAKING

& MULCHING.

. KEEP CROWN SHAPE TYPICAL OF SPECIES.
. REMOVE ALL PLANTING LABELS AFTER FINAL ACCEPTANCE BY LANDSCAPE ARCHITECT.
. REFER TO PLANTING SPECIFICATIONS FOR FULL DESCRIPTION OF INSTALLATION

PROCEDURES TO BE FOLLOWED.

DECIDUOUS TREE

1/2" = 1-0"

2X BALL DIA.

NOTES:

1.

2
3.
4

3

5

329300-02

(3) 12 GAUGE GALV. GUY WIRES AT+/- 36"

ABOVE GRADE W/} DIA. X 18" P.V.C. PIPE ON

EACH WIRE.
(3) 23" DIA STAKE, DRIVE (MIN 24") FIRMLY
INTO SUBGRADE PRIOR TO BACKFILLING.

;L PLANT SO THAT TOP OF ROOT BALL IS 2"

ABOVE FINISHED GRADE.

PLACE FERTILIZER PER SPECS PRIOR TO
WOOD MULCH APPLICATION. FEATHER
MULCH TO TREE TRUNK. APPLY CEDAR
MULCH WITH A 3' DIA. MULCH RING WHEN

LOCATED IN GRASS OR SEED AREAS. KEEP
MULCH FROM CONTACTING TRUNK OF TREE.

FORM SAUCER W/ 3" CONT. RIM.

CUT AND REMOVE ALL TWINE WRAPPING
AND BURLAP FROM TOP HALF OF BALL.

CUT AND REMOVE ALL TWINE/WIRE BASKET

FROM ROOTBALL.

WATER AND TAMP POCKETS TO REMOVE
AIR BUBBLES.

BACKFILL PLANT PIT WITH AMENDED SOIL
PER SPECIFICATIONS

3" TAMPED TOPSOIL.

SCARIFY EXISTING SOIL TO 4" DEPTH.

DO NOT CUT LEADER. PRUNE ALL DAMAGED OR DEAD WOOD AFTER PLANTING, STAKING

& MULCHING.

. KEEP CROWN SHAPE TYPICAL OF SPECIES.

REMOVE ALL PLANTING LABELS AFTER FINAL ACCEPTANCE BY LANDSCAPE ARCHITECT.

PROCEDURES TO BE FOLLOWED.

. REFER TO PLANTING SPECIFICATIONS FOR FULL DESCRIPTION OF INSTALLATION

MULTI-STEM TREE PLANTING

1/2" = 1-0"

329300-04

PLANTING AREA

SOD AREA

By i

/m\//,f;,w/

T
.|

NOTE:

METAL EDGING W/ ROLLED TOP AND
ANCHOR STAKES PER MANUFACTURERS
SPECIFICATIONS

— ANCHOR STAKES AS PROVIDED BY
E‘HH MANUFACTURER

1. EDGING SHALL ABUT ALL CONCRETE CURBS AND WALKS AT
PERPENDICULAR ANGLE AND FLUSH W/ GRADES OF CONCRETE. ALL
OVERLAPPING JOINTS TO BE SECURELY STAKED

LANDSCAPE EDGING

3/4" = 1'-0"

329300-07

\

TRUNK PLUMB.

DA

PLANTING.

72

OR APPROVED EQUAL.

=[]
il
T

ROOTBALL.

SPECIFICATIONS
UNDISTURBED SOIL.

NOTES: 2 X BALL DIA.

1. DO NOT CUT LEADER. PRUNE ALL DAMAGED OR DEAD WOOD AFTER PLANTING,

STAKING AND MULCHING.
. KEEP CROWN SHAPE TYPICAL OF SPECIES.

2
3. REMOVE ALL PLANTING LABELS AFTER FINAL ACCEPTANCE BY LANDSCAPE ARCHITECT.
4. REFER TO PLANTING SPECIFICATIONS FOR FULL DESCRIPTION OF INSTALLATION

PROCEDURES TO BE FOLLOWED.

2 EVERGREEN TREE PLANTING

(3) 12 GAUGE GALV. (DOUBLE STRAND TWISTED)
GUY WIRES AT 3'-0" ABOVE GRADE. WITH 1/2" DIA.
WHITE PVC PIPE 36" LENGTH ON EACH WIRE.
ATTACH GUY WIRE TO 2" CANVAS STRAP OR
APPROVED EQUIV. THROUGH GROMMETS.

PLANT TREE 3" ABOVE NURSERY GRADE. SET

- METAL STAKES, 3 PER TREE ALIGNED EQUALLY
K_‘ AROUND TREE. BURY ANCHOR 12"
i UNDERGROUND. USE 'DUCK BILL' EARTH ANCHOR

ik CUT AND REMOVE ALL TWINE WRAPPING AND
N N AI—1I_ BURLAP FROM TOP HALF OF BALL.
]ﬁ li==s: ==in=il *le FULLY REMOVE ALL TWINE/WIRE BASKET FROM

BACKFILL PLANT PIT WITH AMENDED SOIL PER

3/8" = 1'-0"

W/ FINISH GRADE

=

CONTINUOUS RIM.

]

111

T

‘— T A \am —
NS S e SPECIFICATIONS

== Sl N =
/ s

VAR. ROOTBALL + 12"

UNDISTURBED SOIL.

NOTES:

1. DO NOT CUT LEADER. PRUNE ALL DAMAGED OR DEAD WOOD AFTER PLANTING,

STAKING & MULCHING.
2. KEEP CROWN SHAPE TYPICAL OF SPECIES.

3. REMOVE ALL PLANTING LABELS AFTER FINAL ACCEPTANCE BY LANDSCAPE

ARCHITECT.

4. REFER TO PLANTING SPECIFICATIONS FOR FULL DESCRIPTION OF INSTALLATION

PROCEDURES TO BE FOLLOWED.

4

PLANT SO THAT TOP OF ROOTBALL IS LEVEL

MULCH APPLICATION. FEATHER MULCH TO

TP«L PLACE SPECIFIED FERTILIZER PRIOR TO WOOD
BASE OF SHRUB BRANCHES. FORM W/ 3"

E&ﬁ | :ﬁj:{ WATER AND TAMP POCKETS TO REMOVE AIR.
=l ' |

W BACKFILL PLANT PIT WITH AMENDED SOIL PER

REMOVE ALL CONTAINER MATERIAL. PLACE
OVER UNDISTURBED SOIL.

SHRUB / ORNAMENTAL GRASS PLANTING

11/2" = 1-Q"

~——BUILDING FACE

5'-0" PLANTING SETBACK AND

PLANTED AT 5' DIMENSION)

b NO-IRRIGATION ZONE, TYP. ,
(SHRUB/GROUNDCOVER MAY BE

ENENElShZn s \
ll}:ﬂill}:ll}:ﬂilﬁ:llbﬂilb il e

= = = ?&W:W:%W:W
—{H—H—{H—{H—H—JH—W—N%%H—{H—H—H—{H—H—HH—HH—HH—{V

— MULCH, SEE PLANS FOR TYPE
AND NOTES FOR DEPTH

FOUNDATION NO-IRRIGATION ZONE

3/4" = 1'-0"

329401.05-01

BY
= APPLY WOOD MULCH WITH A 3' DIA. MULCH RING (TYP.)
,3; KEEP MULCH FROM CONTACTING TRUNK OF TREE.

, __% <~ INSTALL A 2"-3" HT. WATER RING AT TIME OF
;—;q

Submission / Revision

04/18/22 | SITE PLAN SUBMITTAL

07/01/22 | SITE PLAN RESUBMITTAL
09/06/22 | SITE PLAN RESUBMITTAL
09/21/22 | SITE PLAN RESUBMITTAL
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These plans are an instrument of service and are the property of DCB Construction Company, Inc.
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NOTE: LEVELING NUTS
SHALL BE USED. POLE
BEARING PLATE SHALL NOT
BE SHIMMED AGAINST PIER
CONCRETE

WEATHERPROOF GFl
RECEPTACLE WITH

'WHILE—-IN-USE" COVER

No.6 GROUND
CONDUCTORS

BOND SYSTEM GROUND TO
GROUNDING LUG INSIDE

BOLT COVER

——

24"

6!_6”

' LIITFII

L
RN
A
R TR(
RN
S
s
I
IR
L
(]

\\

%

TYPE SP1 LUMINAIRE

LIGHTING CIRCUIT UP POLE
(TYPICAL ALL CONDUCTORS)

/AND FUSES IN BASE

HAND HOLE AND COVER

BUSSMAN FUSE HOLDERS
(TYP. ALL CONDUCTORS)

1" CHAMFER
/_

LEVELING NUT
GROUT POLE BASE

,]8)_0"
(TOP OF
FIXTURE / POLE)

—

PVC CONDUIT
FOR CIRCUIT
CONTINUATION

30”

DIAMETER

2'—6" MIN.

(4) No.7 REBARS WITH
No.4 TIES 6" O.C.

CONCRETE PIER,
“" 30" DIAMETER.

CABRINI GARDENS REPLAT B LOT 2B
HWY 287 SELF STORAGE
SITE ARCHITECTURAL PLAN
PART OF THE SOUTHEAST QUARTER OF SECTION 34,
TOWNSHIP 1 NORTH, RANGE 69 WEST OF THE SIXTH P.M.,
COUNTY OF BOULDER, STATE OF COLORADO

Project

Prepared by

Catalog #

SP1

# Interactive Menu

e Ordering Information page2
Mounting Details page 3
Optical Distributions page s
Product Specifications page s

Control Options page 10

Quick Facts

McGraw-Edison
GALN Galleon Il

Area / Site Luminaire

Product Features

Light ARchitect™

Product Certifications

Energy and Performance Data page 6

e Lumen packages range from 3,300 - 73,500 (33W - 552W)

* 16 optical distributions

e Efficacy up to 159 lumens per watt

Dimensional Details
Standard Arm

BUY AMERICAN AGT

CERTIFIED

Aaian®

#° Connected Systems
e WavelLinx Lite
* WavelLinx

9-1/2"
"A" "B" [241mm] ——
Number of AR - e Weight with Standard or EPA with Standard
Light Squares Width A Housing Length *B M Arm or QM Arm
1-4 16" 22" 291b 0.95
5-6 22" 22" 391b 0.95
7-9 22" 28-1/8" 48 Ib 1.1

NOTES:

For arm selection requirements and additional line art, see Mounting Details section.

NOTES:

1. Visit https://www.designlights.org/search/ to confirm qualification. Not all product variations are DLC qualified.

2. 1DA Certified for 3000K CCT and warmer only.

(/) COOPER

Lighting Solutions

00052EN page 1
r6,2021 3:28 PM

Project

Catalog #

Prepared by

Type S2/S3

Date

!,11",!“

High Lumen

Low Lumen

HALO Commercial
HC6 | HM6 | 61 | 61PS

,0 Interactive Menu
» Order Information page2
+ Product Specifications page4
+ Photometric Data pages
+ Energy & Performance Data pages

+ Connected Systems page9

» Product Warranty

Top Product Features
* New construction/remodel series; 1,000 to 4,000 lumens

+ Narrow, Medium and Wide distributions; Wall wash with rotatable linear spread lens
2700K, 3000K, 3500K and 4000K CCT; 80 or 90 CRI

Typical Applications

6-inch LED new construction/remodel
regressed lens downlight and wall wash

Office * Healthcare * Hospitality * Institutional « Mixed-Use/Retail

Product Certification

ENERGY STAR'

Product Features

+ Universal voltage 120V-277V; Standard 0-10V driver dims to 1%
+ Two retrofit kits install from below ceiling for LED upgrades

R‘/S cus

oH
ComrianT LISTED

Project

Prepared by

Catalog #

Type ST

Date

Lumark
Axcent

Wall Mount Luminaire

Product Features

TS A 1]
Selectable o) t
lumens % \o} <

== g DUSK-TO-DAWN  LumenSafe Technology ~ Light ARchitect™

Dimensional and Mounting Details

264"

[670.56mm]

86"
[21735mm]

additional
’O product diagrams

(/) COOPER

Lighting Solutions

PS517016EN page 1
|

) Interactive Menu

Mounting Details page 3

Control Options page s

Quick Facts

¢ Available in 14W - 123W (1,800 - 17,000 lumens)

models

o| Full cutoff prdrefractivetens models available

Ordering Information page2

Product Specifications page 4
Energy and Performance Data page 4

e Energy and maintenance savings up to 95%

compared to HID

e Energy efficient illumination results in up to 144 LPW

e Replaces 70W up to 450W HID equivalents

Dimensional Details

: L.

Dimensional Data

8"[202mm]

AXCS Small AXCL Large

11-1/2" [292mm]

7-1/2" [190mm]

10-3/4" [273mm]

3-5/8"[94mm]

4-7/8"[124mm]

O[O0 |®m| >

6-1/8" [155mm]

7-1/8"[181Tmm]

Product Certifications
«;‘STE"'@
IS0 (&
R

CAN ICES-005

P N

PROGRESS
Report

#° Connected Systems

e Wavelinx Lite
e Enlighted

(/) COOPER

Lighting Solutions

PS514102EN page 1
October 28,2021 5:08 PM

McGraw-Edison

Ordering Information

SAMPLE NUMBER: GALN-SA4C-740-U-T4FT-GM

Product Family "2

et Voltage

GALN Galleon i

Distribution Mounting

' \LIGHT AND POLE BASE DETAIL

9 N.T.S.

N——

TAA-GALN=Galleon Il
Trade Agreements Act
Compliant

Configuration

SA5=5 Squares
SA6=6 Squares
SA7-=7 Squares
SA8=8 Squares
SA9=9 Squares

Drive Current

GALN=Galleon Il SA1=1 Square A=600mA
BAA-GALN=Galleon Il SA2=2 Squares | B=800mA

Buy American Act SA3=3 Squares | C=1000mA
Compliant 7 SA4=4 Squares | D=1200mA 4"

Temperature

722=70CRI, 2200K U=120-277V

727=70CRI, 2700K H=347V-480V 7%
730=70CRI, 3000K 1=120V
735=70CRI, 3500K gfgggx
740=70CRI, 4000K =

750=70CRI, 5000K 4=2ry
760=70CRI, 6000K 8=480v"
827=80CRI, 2700K 9=347V "

830=80CRI, 3000K DV=277V-480V DuraVolt
AMB=Amber, 50nm 5.7 | Drivers 220!

T2=Type ll

T2R=Type Il Roadway
T3=Type lll

T3R=Type Il Roadway
T4FT=Type IV Forward Throw
TAW=Type IV Wide
5NQ=Type V Narrow
5MQ=Type V Square Medium
5WQ=Type V Square Wide
SL2=Type Il w/Spill Control
SL3=Type IIl w/Spill Control
SL4=Type IV w/Spill Control

SLL=90° Spill Light Eliminator Left
SLR=90° Spill Light Eliminator Right

RW=Rectangular Wide Type |
AFL=Automotive Frontline

[Blank]=Standard Pole Mount Arm
QM-=Standard Pole Mount Arm
with Quick Mount Adaptor
PA=Pole Mount, Adjustable
SP=Slipfitter, Adjustable ®
MA=Mast Arm, Fixed

WM=Wall Mount, Fixed

WA=Wall Mount, Adjustable
UP=Upswept Arm

AP=Grey

BZ=Bronze

BK=Black

DP=Dark Platinum
GM=Graphite Metallic
WH=White
RALXX=Custom Color

Options (Add as Suffix)

DIM=External 0-10V Dimming Leads 2

F=Single Fuse (120, 277 or 347V Specify Voltage)
FF=Double Fuse (208, 240 or 480V Specify Voltage)
20K=20kV UL 1449 fused surge protective device
2L=Two Circuits

HA=50°C High Ambient

HSS=Installed House Side Shield **

GRSBK=Glare Reducing Shield, Black®
GRSWH-=Glare Reducing Shield, White®

LCF=Light Square Trim Painted to Match Housing?
TH=Tool-less Door Hardware *

CC=Coastal Construction finish *

L90=0ptics Rotated 90° Left

R90=0ptics Rotated 90° Right

AHD145=After Hours Dim, 5 Hours 2
AHD245=After Hours Dim, 6 Hours 2
AHD255=After Hours Dim, 7 Hours 2
AHD355=After Hours Dim, 8 Hours 2

DALI=DALI Drivers

Controls and Systems Options (Add as Suffix)

BPC=Button Type Photocontrol ¢

PR=NEMA 3-PIN Photocontrol Receptacle

PR7=NEMA 7-PIN Photocontrol Receptacle 2!

SPB2=Dimming Motion Sensor, 9"-20° mounting 2

SPB4=Dimming Motion Sensor, 21-40" mounting

SPB2/X=Dimming Motion Sensor, limited square count, 9™-20" mounting 2
SPB4/X=Dimming Motion Sensor, limited square count, 21"-40' mounting 2
ZW=WaveLinx Module and 4-PIN Receptacle ™

ZD=WaveLinx Module with DALI driver and 4-PIN Receptacle
ZW-SWPD4XX=WaveLinx Sensor Only, 7-15ft 1% 1213
ZW-SWPD5XX=WaveLinx Sensor Only, 15-40ft 1721
ZW-WOBXX=WaveLinx Sensor with Bluetooth, 7-15ft 191213
ZW-WOFXX=WaveLinx Sensor with Bluetooth, 15-40ft 11213
ZD-SWPD4XX=WaveLinx Sensor Only, 7-15ft 1%1213
ZD-SWPD5XX=WaveLinx Sensor Only, 15-40ft %1213
ZD-WOBXX=WaveLinx Sensor with Bluetooth, 7-15ft 1% 1213
ZD-WOFXX=WaveLinx Sensor with Bluetooth, 15-40ft %1212
DIM10-MS/DIM-L20=Synapse Occupancy Sensor (9'-20° Mounting) **
DIM10-MS/DIM-L40=Synapse Occupancy Sensor (21-40' Mounting) ™

Accessories (Order Separately) 2

0A/RA1016=NEMA Photocontrol Multi-Tap - 105-285V
0A/RA1027=NEMA Photocontrol - 480V
0A/RA1201=NEMA Photocontrol - 347V
0A/RA1013=Photocontrol Shorting Cap
0A/RA1014=120V Photocontrol

MA1252=10kV Surge Module Replacement
MA1036-XX=Single Tenon Adapter for 2-3/8" 0.D. Tenon
MA1037-XX=2@180° Tenon Adapter for 2-3/8" 0.D. Tenon
MA1197-XX=3@120° Tenon Adapter for 2-3/8" 0.D. Tenon
MA1188-XX=4@90° Tenon Adapter for 2-3/8" 0.D. Tenon
MA1189-XX=2@90° Tenon Adapter for 2-3/8" 0.D. Tenon
MA1190-XX=3@90° Tenon Adapter for 2-3/8" 0.D. Tenon
MA1191-XX=2@120° Tenon Adapter for 2-3/8” 0.D. Tenon
MA1038-XX=Single Tenon Adapter for 3-1/2" 0.D. Tenon
MA1039-XX=2@180° Tenon Adapter for 3-1/2" 0.D. Tenon
MA1192-XX=3@120° Tenon Adapter for 3-1/2" 0.D. Tenon
MA1193-XX=4@90° Tenon Adapter for 3-1/2" 0.D. Tenon
MA1194-XX=2@90° Tenon Adapter for 3-1/2" 0.D. Tenon
MA1195-XX=3@90° Tenon Adapter for 3-1/2" 0.D. Tenon
SRA238=Adapter kit for mounting to 2-3/8" 0.D. Tenon
LS/HSS=Field Installed House Side Shield *'®
LS/GRSBK=Glare Reducing Shield, Black *#
LS/GRSWH=Glare Reducing Shield, White *%
LS/PFS=Perimeter Shield, Black '®
WOLC-7P-10A=WaveLinx Outdoor Control Module **
WOA-XX=WaveLinx Wireless Sensor, 7'~15" Mounting Height 12131419
WOE-XX=WaveLinx Wireless Sensor, 15'-40" Mounting Height 1213141

MOTES:

HALO Commercial

Order Information
Sample Number: HC620D010REM7 — HM612835 - 61MDC

A complete luminaire consists of a housing frame, LED module, and reflector (ordered separately)

Mounting Frame

Mounting Frame

HC6 = 6" new construction
and remodeler housing
HC6CP = 6" new
construction and remodeler
housing, CCEA Chicago
Plenum rated

Lumens

Lumens

10 = 1000 lumens
15 = 1500 lumens
20 = 2000 lumens
30 = 3000 lumens
40 = 4000 lumens

nominal)
nominal)
nominal)
nom@na[:

Input / Control

Input / Control

D010=120-277VAC 50/60Hz 0-10V analog
1% - 100% dimming

D010347 = 347VAC 50/60Hz 0-10V
analog 1%-100% dimming (Canada only) '

HC6 | HM6 | 61 | 61PS

REM7 = 7 watt emergency module with remote test /

Factory Installed Options

Factory Installed Options

indicator light, use with D010 only’

REM14 = 14 watt emergency module with remote test /

indicator light, use with DOT0 only '

IEMT = integral 7 watt emer?]ency module with integral
test / indicator light, use witl

IEM14 = integral 14 watt emergency module with
integral test / indicator light, use with D010 only
BODT7ST = 7.5 watt Bodine self-test diagnostic
emergency module with remote test / indicator light,

D010 only !

use with D010 only

WTAZfactory installed WaveLinx tile mount sensor

Kit"

WTK = Factory installed WaveLinx Lite Sensor Kit ©

DLV = Distributed Low Voltage driver,
1%-100% dimming

DLV for use with DLVP system only. Refer
to DLVP low-voltage power module and
DLVP specifications for details.™

REMV7T = 7 watt emer%ency module with remote test /
1.2

indicator light, use wit

DLV only ™

REMV14 = 14 watt emergency module with remote test
/ indicator light, use with DLV only "2

IEMVT = integral 7 watt emergency module with integral
test / indicator light, use with DLV only "2

IEMV14 = integral 14 watt emergencz module with
integral test / indicator light, use with DLV only "2

Accessories

Accessories

HB128APK = L channel hanger bar, 26", pair (replacement)
RMB22 = Adjustable wood joist mounting bars, pair, extend
to0 22" lon

HSA6=Slope Adapter for 6" Aperture Housings, Specify
Slope (refer to instructions for installation of housing and

trim)

H347 = 347 to 120V step down transformer, 75VA
H347200 = 347 to 120V step down transformer, 200VA
WTA-=Field installed WaveLinx tile mount sensor Kit -®
WTK = Field installed WaveLinx Lite Sensor Kit

Ordering Information

SAMPLE NUMBER: AXCS1A-AP-347V

Domestic Preferences 2 Model Series'

[Blank]=Standard Full Cutoff

BAA=Buy American Act
TAA=Trade Agreements Act

FULL
CUTOFF
OPTION

AXCS1A=14W
AXCS2A=21W,

AXCS4A=44W
AXCS5A=52W
AXCL6A=56W
AXCL8A=72W
AXCL10A=102W
AXCL12A=123W

Refractive Lens
AXCS1ARL=14W
AXCS2ARL=21W
AXCS3ARL=27W
AXCS4ARL=44W
AXCSSARL=52W
AXCL6ARL=56W
AXCL8ARL=72W
AXCL10ARL=102W
AXCL12ARL=123W

Notes Notes Notes Notes Notes
(1) Not available with CP version (1) Not available with CP version (1) Not available with CP version
(2) ULus for U.S. only 5) WTA = WaveLinx tile mount sensor kit for daylight dimming, PIR
(5) WTA = WaveLinx tile mount sensor kit for daylight dimming, PIR | motion sensing, and optional RLTS - Real Time Location Services, use
motion sensing, and optional RLTS - Real Time Location Services, with D010 only (Refer to WaveLinx system specifications)
use with D010 only (Refer to WaveLinx system specifications) (6) WTK = WaveLinx Lite tile mount sensor kit for daylight dimming,
(6) WTK = WaveLinx Lite tile mount sensor kit for daylight dimming, | PIR motion sensing, use with D010 only (Refer to WaveLinx Lite system
PIR motion sensing, use with D010 only (Refer to WaveLinx Lite specifications)
system specifications)
LED Module Lumens CRI/CCT

HM6 = 6”1 ED module

1221000 1500 and 2000 lumeng. inal) yice with HCA10* HCRTR* HCR20* b,

227 20 CRI

CRI/CCT

2700K COT Q27 - Q0 CRI (mini 2700K COT

VS/AXCS-XX=Vandal Shield Axcent Small -2

LED Color Temperature

[Blank]=4000K, Neutral
€=5000K, Cool
W=3000K, Warm

VS/AXCS-MS=Vandal Shield Axcent Small (With Motion Sensor) %2

WG/AXCS=Wire Guard Axcent Small”

WG/AXCS-MS=Wire Guard Axcent Small (Wi}h Motion Sensor)?

VS/AXCL-XX=Vandal Shield Axcent Large 2

VS/AXCL-MS=Vandal Shield Axcent (With Motion Sensor) %2

WG/AXCL=Wire Guard Axcent Large®
WG/AXCL-MS=Wire Guard Axcent (With Motion Sensor)®

BB/AXC=Axcent Lumen Select Back Box, Carbon Bronze

BB/AXC-PC=Axcent Lumen Select Back Box with PC, Carbon Bronze 22

BB/AXC-WT=Axcent Lumen Select Back Box, Summit White?

BB/AXC-WT-PC=Axcent Lumen Select Back Box with PC, Summit White 22

AXCS / AXCL Axcent

Options (Add as Suffix)

347V=347V?
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[Blank]=Carbon Bronze
(Standard)
WT=Summit White
BK=Black

AP=Grey

GM-=Graphite Metallic
DP=Dark Platinum

480V=480V?

PC1=Photocontrol 120V *4%

PC2=Photocontrol 208-277V, 347V, 480V 5.6

PC=Photocontrol 120-277V, 347V, 480V 7.8

KKIT=Knuckle Floodlight Mount 7

TRNKIT=Trunnion Floodlight Mount

SFKIT=Slipfitter Floodlight Mount

PMAKIT=Pole Mount Arm

ZW=WaveLinx-enabled 4-PIN Twistlock Receptacle **

ZW-SWPD4XX=WaveLinx Wireless Sensor, 7 - 15’ Mounting Height %101
ZW-SWPD5XX=WaveLinx Wireless Sensor, 15' - 40’ Mounting Height % 1.1
LWR-LW=Enlighted Wireless Sensor, Wide Lens for 8'- 16' Mounting Height > 12
LWR-LN=Enlighted Wireless Sensor, Narrow Lens for 16'- 40' Mounting Height **:12
MSP/DIM-L12=Integrated Sensor for Dimming Operation, 8' - 12' Mounting Height #* ™
MSP/DIM-L30=Integrated Sensor for Dimming Operation, 12" - 30' Mounting Height* %
MSP-L12=Integrated Sensor for ON/OFF Operation, 8' - 12' Mounting Height '3
MSP-L30=Integrated Sensor for ON/OFF Operation, 12' - 30' Mounting Height >
CBP=Cold Weather Battery Pack ' 15.16.17.18

CBP-CEC=Cold Weather Battery Pack, CEC compliant® 1. 16.17.18

10K=10kV/10kA Surge Protection

HA=50°C High Ambient 1%

GRF=Glare Reducing Lens?

AHD145=After Hours Dim, 5 Hours 52!

AHD245=After Hours Dim, 6 Hours 52!

AHD255=After Hours Dim, 7 Hours %2'

AHD355=After Hours Dim, 8 Hours %2

Accessories (Order Separately) 22

KKIT/AXCS-XX=Knuckle and Visor Floodlight Kit (For Axcent Small)?
SFKIT/AXCS-XX=Slipfitter Floodlight Kit (For Axcent Small)”
TRNKIT/AXCS-XX=Trunnion and Visor Floodlight Kit (For Axcent Small)”
TRNKIT-XX=Trunnion Floodlight Kit (For Axcent Large)$
SFKIT-XX=Slipfitter Floodlight Kit (For Axcent Largegs

PMAKIT-XX=Pole Mount Kit

ISHH-01=Integrated Sensor Programming Remote 26
MA1010-XX=Single Tenon Adapter for 3-1/2" 0.D. Tenon
MA1011-XX=2@180° Tenon Adapter for 3-1/2" 0.D. Tenon
MA1017-XX=Single Tenon Adapter for 2-3/8" 0.D. Tenon
MA1018-XX=2@180° Tenon Adapter for 2-3/8" 0.D. Tenon
SWPD4-XX=WaveLinx Wireless Sensor, 7' - 15’ Mounting Height "2
SWPD5-XX=WaveLinx Wireless Sensor, 15' - 40 Mounting Height ®.1.27

NOTES:

1. DesignLights Consortium® Qualified. Refer to www.designlights.org Qualified Products List under

Family Models for details.

wattages.
3. Not available in 347 or 480 VAC.

4. Button photocontrol and any motion sensor (MSP, ZW, or LWR) not offered together.

5. Only available on AXCL6-AXCL12 models.

16. Uses deep back housing for AXCS1, AXCLS2, AXCS3, and AXCS4 models.

17. Not to be mounted in upwards / inverted orientation. Downlight wall mount only for AXCS1 through
2. Transformer used only when ordered with motion sensor or AXCS1 through AXCS5 or AXCLS6 fixture AXCS4.
18.In AXCS1, AXCS2, AXCS3, and AXCS4 models, CBP cannot be used with any sensor option (PC, MSP,

ZW, or LWR).

19. Can not be ordered with CBP or PC options.
20. Use dedicated IES files on product website for lumen values and distributions.

SITE LUMINAIRE

SCHEDULE

PLAN MOUNTING
MARK

DESCRIPTION

MANUFACTURER AND
CATALOG NUMBER

VOLTAGE

NO. OF
LAMPS

LAMP
TYPE

REMARKS

SP1 POLE
(18’ POLE)

AREA POLE LIGHT

COOPER — GALLEON
GALN—-SA1C—-740—-U-T3

120-277V 1

57 WLED

TYPE 3 DIST.

S1 WALL

WALL PACK

COOPER — AXCENT
AXCS3A

120-277V 1

27W LED

S2 RECESSED

CANOPY DOWNLIGHT
LEASING OFFICE

COOPER — HALO
HC610D010—HM612840—61WDH

120-277V 1

10W LED

S3 RECESSED

CANOPY DOWNLIGHT

COOPER — HALO

LOADING AREA

HC620D010—HM612840—61WDH

120-277V 1

21.1W LED

HWY 287 SELF-STORAGE
DEVELOPMENT
710 HWY 287, LAFAYETTE, CO 80026

Design Project No.
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CABRINI GARDENS REPLAT B LOT 2B
HWY 287 SELF STORAGE
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CONTROLLER LOCATION "A" {1 SaNCEIIy e
By | L — \ \
T C f
WALL MOUNT ONE HUNTER PRO-C 16 STATION CONTROLLER AT INDICATED | I
LOCATION. 120 VOLT ELECTRICAL POWER IS AVAILABLE WITHIN 10 L.F. OF mh |
CONTROLLER LOCATION. ELECTRICAL POWER AND CONNECTION TO CONTROLLER - L
IS BY CONTRACTOR WITH WORK CONFORMING TO LOCAL CODE. FEES AND PERMITS 1y
ASSOCIATED WITH WORK ARE TO BE OBTAINED AND PAID BY CONTRACTOR. FINAL . |
LOCATION OF CONTROLLER SHALL BE REVIEWED AND APPROVED BY OWNER'S ( '-;4 ‘\
REPRESENTATIVE PRIOR TO INSTALLATION. L ‘\
i |
POINT OF CONNECTION - 3/4" b N
i) | o [
¥ ! |
TIE ONTO 1" COPPER IRRIGATION STUB-OUT WITHIN BUILDING AT APPROX. LOCATION \ ! ‘
SHOWN. INSTALL ONE 1" REDUCED PRESSURE BACKFLOW PREVENTER AND EXTEND \| ‘
1" K COPPER TO BUILDING EXTERIOR AT 18"-24" DEPTH. COORDINATE INSTALLATION " |
OF COPPER PIPING WITH CONSTRUCTION OF FOUNDATION AND/OR FLOORING SO \
THAT NO COPPER PIPING IS VISIBLE ON BLDG. EXTERIOR. WITHIN LANDSCAPE AREA \
INSTALL ONE 3/4" MANUAL DRAIN VALVE, ONE 1" GATE VALVE, ONE 1" MASTER VALVE, \ | 1D
ONE QUICK COUPLING VALVE, ONE 1" MASTER VALVE AND EXTEND CLASS 200 PVC b= — H .
MAINLINE AS SHOWN. WORK SHALL CONFORM TO LOCAL CODE. FEES AND PERMITS ‘ =7 WATER
ASSOCIATED WITH WORK ARE TO BE OBTAINED AND PAID BY CONTRACTOR. FINAL \ ENTRY |
LOCATION OF BACKFLOW PREVENTER SHALL BE REVIEWED AND APPROVED BY © \ ROOM
OWNER'S REPRESENTATIVE PRIOR TO START OF WORK. @ 1 T
\
W s e I
B el

RAIN/FREEZE SENSQ
AT 12 FT. HT.

(1)47&(1)27SLVS

1S

Irrigation Equipment and Materials Schedule
[ symeoL |[ wmanuFAcTURER || MODEL NO. (| DESCRIPTION | [ bETAILNO. |[  cOMMENTS
*Ce it Ces HUNTER PROS-06-PSI30-CV-F W/ SPEC'D. NOZZ. POP-UP SPRAY HEAD 1
o\ HUNTER PROS-06-PSI30-CV-F W/ MP1000-90 NOZZ.| POP-UP HEAD W/ ROTARY NOZZ. 1
@ Bk HUNTER PROS-06-PSI30-CV-F W/ MP2000-90 NOZZ.| POP-UP HEAD W/ ROTARY NOZZ. 1
oR HUNTER PROS-06-PSI30-CV-F W/ MP2000-360 NOZZ,| POP-UP HEAD W/ ROTARY NOZZ. 1
oG6m HUNTER PROS-06-PSI30-CV-F W/ MP2000-210 NOZZ,| POP-UP HEAD W/ ROTARY NOZZ. 1
®B HUNTER PROS-06-PSI30-CV-F W/ MP3000-90 NOZZ.| POP-UP HEAD W/ ROTARY NOZZ. 1
O HUNTER PRO-C SERIES ELECTRIC CONTROLLER 11
© NIBCO T113K - LINE SIZE GATE VALVE 14
(NN FEBCO 860 - 1" DIA. BACKFLOW PREVENTER 13
v RAIN BIRD 44 LRC QUICK COUPLING VALVE 3
EB RAIN BIRD XCZ-100-PRB-LC DRIP VALVE ASSEMBLY 7
u LINE SIZE DRIP LINE BLOW-OUT STUB 8
® HUNTER WRF-CLIK WIRELESS RAIN/FREEZE SENSOR 12
® RAINBIRD PEB SERIES - 1" DIA. MASTER VALVE
80 PSI UTILITY GRADE - 1" DIA. POLYETHYLENE LATERAL
UNLESS NOTED OTHERWISE
—— CLASS 200 SOLVENT WELD PVC MAINLINE 5
~~ ~_ | CENTENNIAL PLASTICS 3/4" 1.D. POLY DRIP TUBING 9
CLASS 200 SOLVENT WELD PVC SLEEVING
‘ 3/4" DIA. MANUAL DRAIN VALVE 6
@ NETAFIM TLCV-09-18 IN-LINE DRIP TREE RINGS 10
@ RAIN BIRD PEB SERIES ELECTRIC CONTROL VALVE 2
. CONTROLLER & STATION NO.
G 9- CONTROL VALVE SIZE
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2" PVC CONDUIT WITH SWEEPELL

AT 18" DEPTH
1" K COPPER AT 24" DEPTH. SLOPE DOWN

1S

1S

1S

1S

AT 1% MIN. DOWNJO MANUAL DRAINVALVE |5

LOCATION.
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Irrigation Construction Notes

1. ALL BASE INFORMATION HAS BEEN TAKEN FROM DRAWINGS PREPARED BY SEVEN 29

DESIGN.

2. REFER TO TECHNICAL SPECIFICATIONS AND CONSTRUCTION DETAILS FOR
INSTALLATION PROCEDURES.

3. CONTRACTOR SHALL FIELD VERIFY PRESSURE AT BACKFLOW PREVENTER LOCATION
FOR EACH TAP PRIOR TO ORDERING MATERIALS OR STARTING ANY IRRIGATION
INSTALLATION AND NOTIFY CONSULTANT OF ANY DIFFERENCES FROM STATED
PRESSURE. IF CONTRACTOR FAILS TO NOTIFY CONSULTANT HE ASSUMES FULL
RESPONSIBILITY FOR ANY SYSTEM ALTERATIONS. SYSTEM HAS BEEN DESIGNED
FOR A STATIC PRESSURE OF 63 PSI (MEASURED AT ADJACENT SITE).

TAP LOCATION/NUMBER
1

REQUIRED PRESSURE

61 PSI

4. CONTRACTOR SHALL COORDINATE INSTALLATION OF SLEEVING WITH INSTALLATION
OF CONCRETE FLATWORK AND PAVING. ALL SLEEVING IS BY CONTRACTOR UNLESS
OTHERWISE NOTED. UNLESS NOTED OTHERWISE ON IRRIGATION PLANS INSTALL
SLEEVING BASED ON SLEEVE SIZING GUIDE BELOW:

PIPE SIZE OR WIRE QUANTITY

3/4" - 1" PIPING
1-1/2" - 2" PIPING

1-25 CONTROL WIRES

REQUIRED SLEEVE

1-2" PVC SLEEVE
1-4" PVC SLEEVE
1-2" PVC SLEEVE

NOTE: EACH LENGTH OF SLEEVED PIPE SHOWN SHALL BE ROUTED THROUGH
SEPARATE SLEEVE. IRRIGATION WIRE BUNDLE SHALL BE ROUTED IN SEPARATE
SLEEVE/CONDUIT WITHOUT IRRIGATION PIPING

5. WHERE NOT NOTED ON IRRIGATION PLANS CONTRACTOR TO INSTALL PLASTIC
15 SERIES NOZZLES ON POP-UP SPRAY HEADS SPACED GREATER THAN 12 FEET.
INSTALL 12 SERIES NOZZLES ON POP-UP SPRAY HEADS SPACED 10-12 FEET. INSTALL
10 SERIES NOZZLES ON ALL POP-UP SPRAY HEADS SPACED 8-10 FEET. INSTALL
8 SERIES NOZZLES ON POP-UP SPRAY HEADS SPACED 8 FEET AND LESS.

6. REFER TO PLANTING PLAN FOR EXACT TREE LOCATIONS AND QUANTITIES, TREES
SHOWN ON IRRIGATION PLANS ARE APPROXIMATE.

7. CONTRACTOR SHALL REPAIR OF REPLACE ANY EXISTING IRRIGATION EQUIPMENT,
TURF, PLANT MATERIAL OR SITE FEATURES DAMAGED DURING NEW INSTALLATION.
REPLACEMENT OR REPAIR OF DAMAGED EQUIPMENT OR MATERIAL SHALL BE
DETERMINED BY THE OWNER AND THE CONSULTANT.

8. VALVE BOXES SHALL BE LOCATED 36" MINIMUM FROM CENTERLINE OF ALL SWALES, 24"
MINIMUM FROM EDGES OF ALL WALKS, CURBS, DRIVES AND OTHER HARD SURFACE

AREAS.

9. REFER TO IRRIGATION TECHNICAL SPECIFICATIONS FOR PLANTING AND IRRIGATION
LAY-OUT REQUIREMENTS, COORDINATION AND PRIORITIES.

10. LATERAL PIPING DIAMETERS SHALL INCLUDE 1" AND 1 1/2". 3/4" AND 1 1/4" DIAMETER
LATERAL PIPE IS NOT ACCEPTABLE.

11. CONTRACTOR IS RESPONSIBLE TO WINTERIZE THE IRRIGATION SYSTEM IN THE FALL OF THE
YEAR IN WHICH THE IRRIGATION & LANDSCAPE WAS ACCEPTED. CONTRACTOR SHALL ALSO

PERFORM SYSTEM START-UP IN APRIL OF THE FOLLOWING SPRING.

12. ALL IRRIGATION WIRE SHALL BE #14 AWG UFUL WIRE WITH SINGLE, SOLID COPPER
CONDUCTOR AND POLYETHYLENE INSULATION (MULTI-CONDUCTOR WIRE IS NOT

ACCEPTABLE).

WIRE COLORS SHALL BE: CONTROL WIRES - RED, COMMON WIRE - WHITE, SPARE

WIRES - BLACK,

MASTER VALVE - BLUE.
WATERTIGHT WIRE SPLICES SHALL BE MADE WITH 3M CO. DBR/Y-6 SPLICE KITS.

13. ALL VALVE BOXES SHALL BE MANUFACTURED BY APPLIED ENGINEERING PRODUCTS.
MODELS SHALL BE AS FOLLOWS:

QUICK COUPLING VALVE.

EXTEND TWO SPARE CONTROL WIRES WITH COMMON FROM CONTROLLER
"A" TO INDICATED LOCATION. STUB WIRES IN VALVE BOX CONTAINING

VALVES.

@

0 10 20
N SCALE: 1"=20'-0"

T

#1015: ELECTRIC CONTROL VALVES.
#1320: DRIP VALVES ASSEMBLIES, MASTER VALVE

BOXES AND LIDS SHALL BE GREEN.

14. CONTRACTOR SHALL WARRANTY ALL WORK (MATERIALS, EQUIPMENT AND
WORKMANSHIP) FOR A ONE YEAR PERIOD FOLLOWING FINAL ACCEPTANCE OF
LANDSCAPE AND IRRIGATION BY OWNER.

#910L: QUICK COUPLING VALVES, DRIP LINE BLOW-OUT STUBS, GATE VALVES, DRAIN

THE CROSS-CONTAMINATION CONTROL (BACKFLOW PREVENTION) DEVICE WILL
NEED TO BE CERTIFIED PRIOR TO WATER METER INSTALLATION AND WILL NEED TO
BE TESTED AT THE TIME OF WATER TURN-ON FOR THE BUILDING, SUCH TO BE
PROVIDED IN WRITING TO THE CITY ENGINEER.

Know what's below
Call before you dig.

A

IRRIGATION DESIGN
7114 W. JEFFERSON AVENUE, SUITE 201

LAKEWOOD, COLORADO 80235
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111

SET BOTTOM OF CAP AT GRADE

OR HARD SURFACE WHERE
APPLICABLE

’ CURB & GUTTER, SIDEWALK

|

POP-UP SPRAY HEAD

1/2" MIPxFIP SCH. 40 PVC ELL

1/2" PVC MIPTxBARB SWING PIPE FITTING

1/2" DIA. POLYETHYLENE SWING/FLEX PIPE - 8"-12"

1/2" PVC MIPTxBARB SWING PIPE FITTING

30-60
DEGREES

POLYETHYLENE LATERAL PIPING W/ INSERTx1/2"
FIPT FITTING AND STAINLESS STEEL CLAMPS

NOTE: SET HEAD PERPENDICULAR
TO FINISH GRADE

DOUBLE CLAMP 1 1/2" & 2" DIAMETER FITTINGS

APPLY NON-HARDENING THREAD SEALANT CONTAINING NO
PETROLEUM DISTILLATES TO ALL MALE-THREADED FITTINGS
(SPEARS BLUE 75 OR EQUAL)

POP-UP SPRAY HEAD

2 A4 K/W

FINISH GRADE

[ I =

_ | 12w —

SPRAY HEAD AND BUBBLER
LATERAL PIPING, DRIP
TUBING IN TURF OR SEED
AREAS. p—

18"

CONTROL WIRES
PVC MAINLINE

BACKFILL MATERIAL (TYPICAL)
REFER TO TECHNICAL SPECIFICATIONS

NOTE: REFER TO TECHNICAL SPECIFICATIONS
FOR MINIMUM TRENCH WIDTHS.

TRENCHES

CABRINI GARDENS REPLAT B LOT 2B
HWY 287 SELF STORAGE
SITE ARCHITECTURAL PLAN
PART OF THE SOUTHEAST QUARTER OF SECTION 34,
TOWNSHIP 1 NORTH, RANGE 69 WEST OF THE SIXTH P.M.,
COUNTY OF BOULDER, STATE OF COLORADO

POLY LATERAL - SWEEP TO SPECIFIED DEPTH

11/2" & 2" DIA. FITTINGS
PVC MIPTXINSERT ADAPTER

RECTANGULAR VALVE BOX. BRAND

LID WITH CONTROLLER & STATION #.
REFER TO TECHNICAL SPECIFICATIONS.
CENTER BOX OVER ASSEMBLY

”E—Mi ‘? ‘4" MIN. H’ ’ ‘ ’i’ (\U\%JJ(L;;NV'VSI:EG::LTEE KIT - RE: SPECS.

)
’ ’ I 17’ ’ PROVIDE 12" CONTINUOUS COILS OF ALL SPARE
CONTROL/COMMON WIRING WITHIN VALVE

5/ 3 BOX
; PVC BALL VALVE - FIPTXFIPT
© o
o % . ol ELECTRIC CONTROL VALVE
o0 O o 0 3/4" WASHED RIVER ROCK SUMP - FILL BOX TO
GD . OIS BOTTOM OF VALVE BODY
o g D, SCH. 80 PVC NIPPLE - LENGTH AS

REQUIRED

SERVICE TEE - SOLVENT WELD PVC OR
t DUCTILE, GASKETED FITTING - REFER
? TO SPECIFICATIONS

CONTROL WIRE BUNDLE

NOTE: DIAMETERS OF BALL VALVES, PVC FITTINGS AND NIPPLES
SHALL EQUAL ELECTRIC CONTROL VALVE DIAMETER

VALVE BOXES SHALL BE INSTALLED PARALLEL OR PERPENDICULAR
TO ADJACENT SIDEWALKS AND HARD SURFACES WHERE APPLICABLE

APPLY NON-HARDENING THREAD SEALANT CONTAINING NO
PETROLEUM DISTILLATES TO ALL MALE-THREADED FITTINGS
(SPEARS BLUE 75 OR EQUAL)

ELECTRIC CONTROL VALVE

STAINLESS STEEL CLAMP - INSTALL TWO CLAMPS ON

10" ROUND VALVE BOX - BRAND
THE LETTER "D" IN LID- REFER TO
TECHNICAL SPECIFICATIONS

2" VALVE MARKER

3/4" WASHED RIVER ROCK SUMP
1 CU. FT.

FINISH GRADE

B
o
NEST

2" CL200 PVC ACCESS SLEEVE -
LENGTH AS REQUIRED

3/4" FxF SCH.80 PVC 90 ELL (2)
3/4"xCL PVC NIPPLE SCH. 80 (2)

3/4"x6" BRASS NIPPLE - LENGTH AS REQUIRED
TO PROVIDE ADEQUATE CLEARANCE OF MAIN PIPING

) 3/4" BRASS BALL CURB VALVE W/ SLOT-TYPE OPERATOR
}/ MUELLER CO. #B-20287N SERIES

3/4" MxF SCH.40 PVC 90 ELL

SIRSY
ol p
o O
%}

@)
00
O
o)
Og

OO 0& SOIL BLANKET COVERING SUMP

3/4"x4" PVC NIPPLE SCH. 80

3/4" WASHED RIVER ROCK SUMP
SEE TECHNICAL SPECIFICATIONS
FOR SUMP SIZE

PVC PRESSURE MAINLINE

APPLY NON-HARDENING THREAD SEALANT CONTAINING NO
PETROLEUM DISTILLATES TO ALL MALE-THREADED FITTINGS
(SPEARS BLUE 75 OR EQUAL)

MANUAL DRAIN VALVE

@ QUICK COUPLING VALVE

10" ROUND VALVE BOX
BRAND "QC" INTO VALVE BOX
LID. REFER TO TECHNICAL

SPECIFICATIONS.

FINISH GRADE

3/4" WASHED RIVER ROCK
SUMP - FILL BOX TO WITHIN
3" OF BOTTOM OF QCV LID

QUICK COUPLING VALVE

1" BRASS NIPPLE

LENGTH AS REQUIRED 05 © 1" BRASS FIPxFIP 90 ELL
0

1-1x3" SCH.80 PVC NIPPLE

1" SCH.80 PVC FIPxFIP
90 ELL

——— 1"x12" SCH.80 PVC NIPPLE

1-1"x3" SCH.80 PVC NIPPLE

1" SCH.80 PVC FIPxFIP 90 ELL

PRESSURE MAINLINE SERVICE TEE -
SOLVENT WELD OR GASKETED FITTING
REFER TO SPECIFICATIONS

APPLY NON-HARDENING THREAD SEALANT CONTAINING NO
PETROLEUM DISTILLATES TO ALL MALE-THREADED FITTINGS
(SPEARS BLUE 75 OR EQUAL)

N O

NOTE: CENTER BOX OVER VALVE

ASSEMBLY.

APPLY NON-HARDENING THREAD SEALANT CONTAINING NO
PETROLEUM DISTILLATES TO ALL MALE-THREADED FITTINGS

(SPEARS BLUE 75 OR EQUAL)

MASTER VALVE

36" COIL #14 AWG UFUL WIRING (SPARE
MASTER VALVE WIRE) - BROWN.

#14 AWG UFUL WIRES (MASTER VALVE

SOLENOID) - ONE BLUE, ONE GREEN -

EXTEND TO CONTROLLER - (RE: IRRIG.

| ‘M« WHH FINISH GRADE

tea— RECTANGULAR VALVE BOX WITH

EXTENSION - BRAND "MV" INTO
VALVE BOX LID. REFER TO
TECHNICAL SPECIFICATIONS.

WATERPROOF WIRE SPLICE KIT - RE: SPECS

ELECTRIC MASTER CONTROL VALVE
REFER TO EQUIPMENT SCHEDULE

FOR MANUFACTURER, MODEL # AND
DIAMETER

SLIPxMIPT SCH. 40 PVC ADAPTER (2)

PRESSURE MAINLINE

3/4" WASHED RIVER ROCK SUMP - ADD TO
BOTTOM OF VALVE AND PIPING

POLYETHYLENE DRIP TUBING

1" SCH. 40 FxF COUPLING AND INSERTxMIPT ADAPTER

CENTER BOX OVER ASSEMBLY
FINISH GRADE

N ”']Hi][”im

1— RAIN BIRD 1" PRB100 BASKET FILTER W/ 200 MESH SCREEN

PROVIDE 12" CONTINUOUS COILS OF ALL SPARE CONTROL
AND COMMON WIRING WITHIN VALVE BOX (RE: SPECS.)

1" SCH. 40 PVC BALL VALVE (FxF) W/ TWO 1"x2" SCH. 80 PVC

6

q |:// - @ o NIPPLES

RAIN BIRD 1" PEB CONTROL VALVE

1" SCH. 80 PVC NIPPLE - LENGTH AS
REQUIRED

SERVICE TEE - SOLVENT WELD PVC OR
DUCTILE IRON, GASKETED FITTING - REFER
TO SPECIFICATIONS

CONTROL WIRE BUNDLE

3/4" WASHED RIVER ROCK SUMP - FILL BOX TO
BOTTOM OF ASSEMBLY

NOTE:

INSTALL ASSEMBLY TO REST ON GRAVEL SUMP. CONTAIN ENTIRE ASSEMBLY WITHIN BOX.
NO VALVE BOX EXTENSIONS WILL BE ACCEPTED

PROVIDE 2" MIN. CLEARANCE BETWEEN TOP OF FILTER AND BOTTOM OF BOX LID

TOP OF VALVE BOX TO BE FLUSH WITH FINISH GRADE

VALVE BOX SHALL NOT REST ON DRIP TUBING/PIPING

APPLY NON-HARDENING THREAD SEALANT CONTAINING NO
PETROLEUM DISTILLATES TO ALL MALE-THREADED FITTINGS
(SPEARS BLUE 75 OR EQUAL)

DRIP VALVE ASSEMBLY

STAINLESS STEEL WORM GEAR CLAMP & 1" INSxMIPT ADAPTER

RECTANGULAR VALVE BOX. BRAND BOX LID WITH CONTROLLER
& STATION NUMBER. REFER TO TECHNICAL SPECIFICATIONS.

NELE

6" POP-UP SPRAY HEAD WITH CLOSED
NOZZLE AND SWING PIPE
(ZONE OPERATIONAL INDICATOR)

10" ROUND VALVE BOX - BRAND

"DB" INTO VALVE BOX LID. REFER
TO TECHNICAL SPECIFICATIONS.

i == FINISH GRADE
i\ I

COMPRESSION (OR INSERT) FITTING
WITH CAP

3/4" DRIP TUBING - COIL SUFFICIENT
LENGTH IN BOX TO EXTEND HOSE
ADAPTER OUTSIDE OF VALVE BOX.

3/4" WASHED RIVER ROCK SUMP (1 CU. FT.)

COMPRESSION-TYPE OR INSERT TEE

(W/ CLAMPS)

DEFLECT TUBING TO PERMIT ENTRY THROUGH

THROUGH BOTTOM OF VALVE BOX.

DRIP LINE FLUSH-OUT AND

OPERATIONAL INDICATOR

Submission / Revision
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07/01/22 SITE PLAN RESUBMITTAL
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CABRINI GARDENS REPLAT B LOT 2B
HWY 287 SELF STORAGE

INSTALL TWO 1/2 GPH EMITTERS PER 5 GAL. SHRUB, ONE 1/2 GPH EMITTER PER 1 GAL. PLANT
ALL EMITTERS TO BE PRESSURE-COMPENSATING RAIN BIRD XB-05PC SERIES

APPROVED BY OWNER PRIOR TO
INSTALLATION.

IRRIGATION CONTROL WIRE CONDUIT(S) SHALL TERMINATE WITHIN LANDSCAPE AREA.
CONDUIT(S) SHALL BE CONTINUOUS.

SHRUB AND PERENNIAL PLANTINGS IN BED AREAS SECTION 120 VOLT ELECTRICAL WIRING SHALL NOT BE ROUTED THROUGH IRRIGATION WIRE

CONDUIT

C

SITE ARCHITECTURAL PLAN 32
<<
- -
PART OF THE SOUTHEAST QUARTER OF SECTION 34 S
y F=S
=mao
TOWNSHIP 1 NORTH, RANGE 69 WEST OF THE SIXTH P.M 330
, n L ’ m w w
5|? e
o
®
COUNTY OF BOULDER, STATE OF COLORADO {222
<<
Sd dd
9 oo
2L W W
PLANTING BACKFILL MATERIAL ===
EMITTER - ALL EMITTERS TO CONTACT 2
ROOTBALL QN DO
MICRO-TUBE STAKE (RAIN BIRD TS-025) POLY SUPPLY PIPING - FROM VALVE g g g
1/4" POLYETHYLENE MICRO-TUBING l S <o
" )
1/4" BARBED TEE (RAIN BIRD XBF3TEE OR EQUAL) o INSERT OR COMPRESSION TEE (OR ELL) " 5 r% g
L 2
PLANT ROOTBALL S35 8
POLY DRIP TUBING : : PLANTING BACKFILL MATERIAL SECURE CONTROLLER TO WALL WITH ANCHOR E
" o
TUBING ANCHOR STAKE @ 7 FT. INTERVALS 18" Q5 BOLTS 8
- S o
2 £ X
PLANT ROOTBALL J-BOX (120 VOLT ELECTRICAL) : = z
f ° gt
PLANT MATERIAL —_ 8 S 3
EMITTER -REFER TO NOTES FOR ~—————— ELECTRIC CONTROLLER -— <2 < % 2
_ ] S .o a
E/T,!TTLEBFI‘N%UQMEEY AND MODEL # DRIPPERLINE WITH IN-LINE 0.9 GPH EMITTERS n I = S%o
" AT 18" O.C. (NETAFIM TLCV-09-18) AN A ||| ” —~+—— HUNTER WIRELESS RAIN/FREEZE-CLIK - C £85
1/4" MICRO-TUBING EMT MALE APAPTER W/ WASHER & LOCK S TOP OF SENSOR TO BE ABOVE GUTTER G e €53
MULCH - RE: LANDSCAPE TREE TRUNK RING AND/OR ANY OBSTRUCTIONS @ Scé
WEED BARRIER FABRIC - WHERE ) : 54" MIN. I J Q & 82
APPLICABLE 60" MAX. [ E—a E " 0z09
g [ EMT CONDUIT - DIA. TO ACCOMMODATE -— & 5238
== CONTROL WIRE QUANTITY/120 VOLT O & gIs
ELECTRICAL POWER 8 53
PLAN o Vo g<cg
— < SECURE CONDUIT TO WALL 18" O.C. i | — :g'\l\/llTER ADJUSTABLE LENGTH MOUNTING c & 55§
= £ 30
O * 1
O 5 C
— T O &
| EMT MALE ADAPTER & PVC FEMALE ADAPTER i) © > SE
SECTION L TYP. IRRIGATION & 120 VOLT WIRE CONDUIT (W R 5372
SECTION_ TUBING STAKE AT 4 FT. INTERVALS 2 o= 5
N WM, — SECURE VIA. STAINLESS STEEL WORM-GEAR CLAMPS = 86 g
DRIPPERLINE LM S —~—  FINISH GRADE Ty i N & 585
\orE: (I =TM=M = 232
: rd I I PVC CONDUIT W/ SWEEP ELL (TYP LIGHT POLE c S 288
. - c =
INSTALL EMITTERS ON OPPOSING SIDES OF ROOTBALL. i kg i UNDERGROUND LOCATIONS) o) 5 s : 2
FLUSH ALL LINES THOROUGHLY PRIOR TO EMITTER INSTALLATION. O & o=
=R
IF PLANTING ON A 4:1 SLOPE OR GREATER, INSTALL EMITTERS ON UPHILL = POLY DRIP TUBING FROM VALVE NOTE: MOUNT RAIN SENSOR REGEIVER 0 geg
SIDE OF ROOTBALL. - NOTES: o) WITHIN CONTROLLER PEDESTAL 2 & 3 g-
o o
DEPTH OF 120 VOLT ELECTRICAL CONDUIT SHALL MEET LOCAL CODE REQUIREMENTS FINAL LOCATION OF SENSOR SHALL BE § 5 8 o
<< 295
- sc5
o ogFS
2% % 1S *g
st e
g £838
o
(o]
(=]

DRIP T

LECTRIC CONTROLLER RAIN/FREEZE SEN

DRIP EMITTER IN-LIN
9 10 11 12

TYPE "K" RIGID COPPER - CONNECT TO BUILDING
COLD WATER SERVICE LINE DOWNSTREAM OF
WATER METER UPSTREAM OF ANY PRESSURE
REDUCING VALVES OR OTHER BUILDING SERVICE
EQUIPMENT

FEBCO 860U REDUCED PRESSURE BACKFLOW
PREVENTER

10" ROUND VALVE BOX
CxM ADAPTER - LINE SIZE BRAND "GV" ON LID OF

TYPE "K" RIGID COPPER TO SOFT AREA ———— VALVE BOX. REFER TO

TECHNICAL SPECIFICATIONS.
lﬁ CxCxF TEE
|

L

FINISH GRADE

=
2

- W) —

W/ WHEEL HANDLE

= - =
I L]
FLOW i 3: FEBCO 601 AIR GAP DRAIN
-

GATE VALVE W/ CROSS HANDLE

HWY 287 SELF-STORAGE
DEVELOPMENT
710 HWY 287, LAFAYETTE, CO 80026

AND SOLID WEDGE DISC
3/4" WASHED RIVER ROCK SUMP -
Y FILL BOX TO WITHIN 2" OF TOP
2 MIN. & 2" PVC PIPING OF 6" PVC ACCESS SLEEVE
) 0 QOQ 6" CLASS 200 PVC SLEEVE
FASTEN TUBING TO FINISH FLOOR @ 18" 0.C. i%TCOO""NQCBTET%%TS?ED
0 : ’ PRESSURE MAINLINE
_ VENTBACKFLOW PREVENTER DRAIN INTO
| | FLOOR DRAIN &
\ \LU‘ [ | FINISH FLOOR — L
4 — —_— R
. | 4 L e s MH—H’ I PVC PRESSURE MAINLINE
PR 44 ‘ — SCH. 40 PVC MALE ADAPTER (2) - SIZE . .
‘ | | ! TO EQUAL GATE VALVE DIAMETER Design Project N°'2 2001
SECURE BACKFLOW PREVENTER ASSEMBLY
AND COPPER TUBING TO WALL VIA UNI-STRUT UNDISTURBED SOIL o
CHANNEL AND COPPER FASTENERS AT 6 FT. O.C. APPLY NON-HARDENING THREAD SEALANT CONTAINING NO Drawing Title
PETROLEUM DISTILLATES TO ALL MALE-THREADED FITTINGS
(SPEARS BLUE 75 OR EQUAL) IRRIGATION DETAILS

JACKFLOW PREVENTER GATE VALVE
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